MONEC-6

an innovative approach for
monitoring and controlling
poultry shed environments.

Enhance the capabilities of your existing environmental controller.
Using state of the art technology, this unique system measures not just temperature, humidity and wind
chill but also evaluates the combined effects of these parameters whilst taking into account bird weight
and age to determine optimum environmental conditions for growth utilising existing control equipment.

MONEC-6 microprocessor-based environmental monitoring system.
·

Monitors Perceived Temperature
Combines the effect of temperature, humidity and wind chill over a comprehensive range
of environmental conditions and bird age.

·

Stores temperature reduction curves
1 default and 3 re-programmable to take into account specific batch requirements such
as bird gender and breed.

·

3 Control Zones
Individually selected or averaged to provide up to three independent control signals to
the controller.

·

User friendly interface.
Options presented in a series of menus on a
touch screen.

·

Single cable sensor connection.
Sensors are connected to a single cable running
along the length of the chicken house. Additional
sensors can be added without further cable runs.

·

Options
Carbon dioxide sensors
Ammonia sensors
External weather station
Equipment on/off time monitoring
Data logging
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MONEC-6

- In Action

MONEC-6 is designed to interface with your existing environmental controllers and sensors,
allowing the continued utilisation of your existing facilities using tunnel ventilation or foggers.

Hot

As the humidity increases for a given temperature,
it will appear warmer and as the wind velocity
increases, generated by fans, it feels cooler.
Age/weight also has a direct bearing on how these
parameters are perceived. This condition is referred
to as the Perceived Temperature (PT), that is, the
temperature felt by the chickens and not the
measured ambient temperature.
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MONEC-6 logs data from sensors and controls the environmental conditions perceived
by the chickens taking into account temperature, humidity and wind velocity.
The Perceived Temperatures are fed back to the existing environmental controller as
the control signal, replacing the traditional signal - the measured ambient air temperature.
Thus the chicken shed environment adapts to the weather conditions and the time of day,
maintaining longer periods at optimum environmental conditions.

Outcomes
·

Improved consistency in feed to weight conversion
By maintaining bird comfort levels the bottom line can be improved.

·

Easier management of the shed environment
Changing weather conditions, particularly between
day and night, are easier to manage.

·

Data logged and used to aid the process of continuous improvement.
Comprehensive environmental and equipment status data may be logged
throughout the batch.
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